
Apply insecticide with Gandy 

Orbit-Air® applicators

Protecting your crop against attack by
corn rootworm and other insects—even
when your planter isn’t equipped 
with granular chemical applicators—
is possible with Gandy Orbit-Air systems.
Precise rates and central filling are 
features of the Gandy metering system.
Rates are speed compensated by ground
wheel or radar sensing controls. Hoppers
have square tubing frame to provide 

flat mounting base adaptable to many
brands and models of planters.
Popular choice planter-mounted Orbit-

Air units feature 450, 1,000 or 1,300-lb.
capacities, with coverage of 8, 12, 16, 
18 & 24 rows depending on model; 
larger ones to 36 rows. Blower has 8-
gpm hydraulic motor with 2 ports and
reservoir return. 

Place your granular insecticide in row, T-band 
or band at precise rates as chemical company 
recommends.
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Tailor the number of rows to 8, 16, or 24 from three
typical hopper capacities - 450 lb., or 1,300 lb.
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Examples of Orbit-Air granular

insecticide units for planters

This chart contains information that is correct at the time of printing; however, Gandy Company reserves the right to change specifications, models, equipment or prices 
without incurring obligation.
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Determine the dimensions, capacity and number of outlets needed on hopper suited to your planter by referring to the Orbit-Air 
drawings below. To fit in the space available, some installations may require that the blower be mounted remotely by adding 4" tubing
routed to the air chamber. Note the number of outlets possible to suit your planter. Unused openings can be sealed with a blank plate
for greater air efficiency. In some cases for low rates of insecticides, the half-rate chemical wheel must be used to achieve the desired
rate per acre. All Orbit-Air hoppers have a toolbar base to provide as universal a mounting base as possible. Dealer or operator may
have to fabricate specific components to provide a mounting platform. If chemical is to be delivered into a shoe placing it below
ground level, installer must provide for above-ground release of the air, or the chemical will blow back up the tube. The following are
examples of hopper packages for planters, applying an insecticide at a low rate. An installation would consist of 1) a hopper package
with any appropriate deducts or adds to coordinate with number of rows and chemical rate, and 2) tubing. See pages 6-8 and 9-11 of
Gandy catalog. 
Note: Examples only, as you may choose from Orbit-Air models of smaller and larger sizes with fewer and more outlets.

Hopper Size (cu ft) 8 10 21.9 30 33.5 50 80 100 120 150
Metric Cap. (cu m) .22 .26 .62 .85 .95 1.4 2.2 2.8 3.2 4.1
Chemicals (lbs)1 360 450 1000 1350 1500 2000 3600 4500 5400 6750
Outlet Options2 12* 10,12,18* 16,24* 16,24* 18,24,36* 18,24,36* 18,24,36* 18,24,36* 27,36,54* 27,36,54*
Shaft Options single split on 10 single/split single/split two split single/split single/split three three

single on 12,18
1Weights are approximate. 2Outlets can be individually closed. 3Dependent on variables affecting air flow.
*12, 18, 24, 36 and 54 outlet models marked by asterisk are not recommended for fertilizer due to metering cups. Field calibration is required to determine actual application
rates. MEASUREMENTS: All dimensions in inches. Capacity of granular chemical calculated at 45 lb/cu,. ft. Capacity of fertilizer calculated at 60 lb/cu. ft. 

Model No. Description
66GN24C 21.9 cu. ft. hopper (approx. 1,000 lb. chemical capacity), 24 rows maximum, split shaft to shut off half of rows, black 1.25"

chemical metering wheels, 8-gpm hydraulic 3-port motor on fan, Raven-controlled monitor governing a hydraulic motor
drive, motor and hydraulic motor on fan integrated to use two ports on tractor. Unit has narrow mixing chamber spacing.

66FS16C 21.9 cu. ft. hopper (approx. 1000-lb. chemical capacity), 16 rows maximum, single shaft, black 1.25" chemical metering
wheels, 8-gpm hydraulic 3-port motor on fan, Raven-controlled monitor governing a hydraulic motor drive, motor and
hydraulic motor on fan integrated to use two ports on tractor. Unit has standard mixing chamber spacing.

L07-0063-829 If user has a Raven 440 console, Revision F equivalent, 600, or 660, he may deduct console.
L07-0063-484 If user wishes to integrate the console with radar, deduct amount for sensor kit not taken.
L07-0015-018 24-ft. Speed sensor cable extension as an extra.

The following parts can be deducted from or added to the parent unit as noted to conform to planter rows. 
62851-75 1.25" black chemical wheels when unit must apply low chemical rates; deduct per outlet.
09096921 .625" black chemical wheel & spacer package for low rate chemical; add per outlet used.
62851-48 Blank plate to seal air chamber on unused openings; 6 supplied w/ unit; order extra as needed.
550829-4 Blank plate to seal air chamber on unused openings; 4 supplied w/ unit; order extra as needed.
62851-66 Closure for narrow metering door for unused outlets; 4 supplied w/unit; order extra as needed.
62852-20 Blank plate to seal metering outlet if not used; 4 supplied w/ unit; order extra as needed.
M06-4000-000 4" I.D. flexible hose for remote placement of blower, if needed. Order by foot.
M06-1000-010 1" I.D. black poly tubing. Order in 300 ft. increments
M06-1000-020 1" I.D. flexible tubing. Order in 100 ft. increments.
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